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LEVEL Credit 7.4.4
TARGET CHEMICAL ELIMINATION

beautifully strong | by design

THE INFORMATON CONTAINED HEREIN IS CLASSIFIED
"CONFIDENTIAL". IT IS THE SOLE PROPERTY OF INTEGRA INC.
AND ANY USE THEREOF AND/OR REPRODUCTION THEREOF
IS EXPRESSLY PROHIBITED WITHOUT THE WRITTEN CONSENT
OF INTEGRA INC.
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RECOMMENDED TOOLS 
	� Safety glasses
	� Work gloves
	� Utility knife
	� Phillips screwdriver
	� Flat screwdriver
	� Socket wrench set
	� Allen wrench set
	� Pliers
	� Putty knife or floor/wall scraper

MATERIALS
[A] 	Silk Film and Fabric 
[B] 	Foam
[C] 	Frame - Plywood 
[D] 	Dymetrol® Suspension
[E]  Polypropylene Sheeting	
[F] 	Tubing - Steel
[G] 	Tube End Connectors - Steel
[H]	HDPE Plastic, if applicable
[I] 	 Legs - Steel or Wood
[J] 	Glides - HDPE Plastic

Sort the disassembled components by material 
type and recycle or dispose of responsibly.
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DISASSEMBLY INSTRUCTIONS
BRIGHTON, ODYSSEY, SOLITUDE, TIDE

STEPS TO DISASSEMBLE
1.  Remove back, seat, and arms from frame tubes.
2.  Remove fabric, foam and suspension from back and seat frames.
3.  Split arms into various subcomponents.
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APPLICABLE PRODUCTS 
	� Brighton 
	� Odyssey
	� Solitude
	� Tide Metal
	� Tide Wood
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